AUTOMATIC TISSUE PROCESSOR

PRODUCT DESCRIPTION

Easy to do programming interface, LCD display shows all the parameters through out the process, such
as station number & remaining time. Automatic Tissue Processor is designed to prevent a solution to the
rapid processing of tissue Histology Laboratory. Tissue Processor removes all the water from a tissue
sample and replace it with paraffin wax with optimum speed to curtail damage to the tissues caused by

dehydration and shrinkage.

KEY PRODUCT FEATURES
% Feather touch key pad.

% Digital panel for adjusting time sequence.

% 12 stage timing sequence can be programmed with each step of
1 minute to 16 hours 39 minutes (999 mins).

Delay action of 1 to 99 hours.
Thermostatically controlled wax bath.
12 tissue containers (cassettes).

1 Basket Rotor.

¢ & & &

10 without lip glass beakers. 1 Itr capacity.

Instrument supplied in box
with styofoam packing.




COLD PLATE
CP-17

TECHNICAL SPECIFICATIONS :

* Working temperature range ambient to -20 C.

% Quick specimen cooling.

* Chilling area for approximately 60 cassettes specimens.
% Digitally controlled thermostats.

* Environment friendly refrigerant.

*» Nominal voltage AC 110V/220V @ 60Hz/50Hz.

% Dimension 350x500x350mm.

% Weight 25kgs.
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FULLY AUTOMATIC
MICROTOME

KEY PRODUCT FEATURES

»

5

This machine uses a streamlined design, with advance features, stable and reliable performance and
ease of use.

The feeding system uses an intelligent control mechanism, enable quick switching between manual or
automated smart sectioning mode, automatic slicing speed is adjustable.

Advanced drive systems and multiple functions including sectioning, trimming, fast forward, fast
backward, quick mode conversion including automatic retraction

Incorporates an international advanced screw motion mechanism to ensure precision, thus achieving
superior sectioning performance.

Pure-green digital display of slice thickness, trimming thickness, slice count and slice speed.
Trimming and slicing are operated under a control system and can be switched easily.

Automatic slicing speed is continuously adjustable with safety and emergency braking system, security
alarm systems, driver overload protection and an auto-sleep protection system.

Hand-wheel balance is precisely adjusted and can be locked at any position to ensure safety of
operation.

Blade holder can be laterally moved to avoid moving the blade with direct contact, thereby enabling.

The micro protection bar on the blade holder covers the whole length of blade to protect the user and
the push bar enable easy changing of the blade.

Hand-wheel balance is precisely adjusted and can be locked at any position to mourn the safety and
convenience of sectioning.

Large-volume waste tray is easy to remove, and items such as disposable blades can be stored on the
top of the housing.

% Provided with motorized sectioning facilities with forward & backward coarse feed speeds.

% Having precision micrometer feeding system with 3-4 modes of : ———

% Able to provide section thickness range of 0.5 micron to 100 micron.

®

»

»

sectioning.

Electro technical feed system for fine and trimming section
thickness and backward specimen movements via stepping motor.

Trimming thickness feed is via precision stepping motor for
5 micron to 600 micron.

Having spacious, removable section waste tray with
integrated arm rest.

The knife holder is able to hold both high profile & low
profile disposable blades with UCC & SSC clamps.



FULLY AUTOMATIC MICROTOME

ABOUT US

We design and develop a unique kind of Scientific and Laboratory equipments to meet the high standard
expectations of customers. We continuously update technology to make sure consistency and
steadiness at each level of equipment manufacturing. We feel proud that our whole products have
achieved satisfactory results for our every kind of clients.

At International Quality Instruments, we consider that our terrific success goes to our expert team
members who have given 100 percent of their efforts in the development of the company. It is their
commitment and loyalty that makes us the most demanded scientific equipments brand among our all
happy customers.

SPECIFICATIONS

Section Thickness Setting Range: 0.25-1070um, 0.25-2.5um increment 0.25 2.5-5um increment 0.5um
5.0-10um increment 1 um, 10-30um increment 2um, 30-60um increment 5um, 60-100um increment
10um.

Trimming Thickness Setting Range: 1-600um 1-10um increment Tum, 010-020um increment 2um, 020
050um increment span 050-150um increment 10um 150-600um increment 50um.

Retraction Setting Range: 0-50um (0 is off) 5-10-15-50 (optional)

» Horizontal Feed 25mm.

“ Vertical Specimen Stroke 70mm.

» Specimen Holder Rotation at angle within 360 degrees.

* Movement range of the base of specimen holder 65mm (front to back).
* Movement range of the blade press plate *20mm.

“ Specimen clamp rotation at any angle within 360 degree.
» Specimen orientation XY-8°.

* Minimum setting of sectioning thickness 0.25um.
 Maximum specimen size 70x70mm.

“ Precision error-1%.

» Working voltage AC 220V+10% 50Hz (standard model)
AC 110V -10% 60Hz.

* Power 150W.




GROSSING STATION

KEY PRODUCT FEATURES

* The cabinet is of seamless stainless steel medical grade framework and designed for enough working
space, maintenance and cleaning is easy.

* The height of the cabinet is app.30-40 inches length 60-65 and width is 30-40 inches.

* Provided with exhaust duct with high speed fan for connection to building ventilation system with
adjustable bellows.

ABOUT US

We have been offering the best to the client at best price and superior quality. All are products are
manufactured using high technology parts and finest grade raw material that are sourced from certified
vendors only. Easy installation, maintenance free design and high durability are the best features of our
range that have increased their demand in markets. To provide complete satisfaction to the clients, we
have been offering customization solutions with after sales services to them as per their exact
requirements.

TECHNICAL SPECIFICATION
Weighing scale washable attached to measure organs up to 05kg in weight with calibration certificate.
Ruler for measurement stainless steel washable.
Florescent light top mounted ISI marked.
Built in germicidal light make Philips.

Adjustable shelf with built in magnifier. 1G] [ wen |

*

*

*

*

* Large deep sink with attached shower and tap system for cold and hot water with foot operated.
‘o

* Magnetic tool bar.

*

Non breakable polythene dissecting board perforated
vent grill.

% Ventilation system backside with exhaust fan with control
for speed adjustment.

‘% Built in waste disposable system.

* Mounting facility for camera.

* C shaped stainless steel paper-roll / towel holder.



MANUAL CRYOSTAT MICROTOME

KEY FEATURES :

e Rapid refrigeration Mode allows desired temperature drop in 120mins.
e Working area is easy to clean and disinfect.
e Easytoread LCD screen.

e Ergonomic design.

SPECIFICATIONS :

Sectioning thickness range 1pym-30um in 1pym increments.
Freeze shelf Lowest Temp. -35°C.

Cooling down time to -40°C: 120mins.

Easy to operate control panel.

Spacious, Stainless steel cryo chamber.

Anti glare illumination.

Heated glass window for clear visibility.

Automatic defrosting system.

[ MANNUAL CRYOSTAT MICROTOME

Built-in drainage system. iQ H __HE

Easy mobiliy with heavy duty castors.

Hermetically sealed and thermostatically

control refrigeration.




PARAFFIN DISPENSER

TECHNICAL SPECIFICATIONS:

*» Temperature range: Continuously adjustable within 0-100°C
*s Temperature control precision: +-1°C

*» Capacity 5 liter

" Working voltage AC220V+-10% 50Hz

*s Power 1000W

WAX DISPEMSER

SUPPLIED WITH FOLLOWING ACCESSORIES
Embedding Rings 100pcs, Embedding Cups SS 0.6pcs,

Main Lead 01 pc, Glass Fuse 01pc, Lid 1pc, Dust Cover 01pc.
Supplied in CB Box with styofoam packing.



PARAFFIN DISPENSER

KEY PRODUCT FEATURES:
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RECTANGULAR HOT PLATE

ABOUT US

We are one of the reliable companies in this domain and are into presenting an extensive quality range of
Rounded and Rectangular Hot Plate to our prestigious customers. These Hot Plates are fabricated from
top notch materials as per pre-defined industry standards. Our Hot Plates are known for their optimum

utility and high performance.

TECHNICAL SPECIFICATIONS:

% Body of Rounded and Rectangular Hot Plate is made of thick M.S./S.S. Top Plate over hangs by
supporting of ceramic beeds which ensures air insulation between plate and base unit.

% Selection castiron / S.S.Plate Maximum surface temperature 300°C. Temp.
% Controlled by energy regulator. Long last nichrome Elements.

% Various sizes available To work on 230 Volts A.C. Only.




SEMI AUTOMATIC
CRYOSTAT MICROTOME

KEY PRODUCT FEATURES
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It is designed under overall engineering and ergonomic concept. All the components are processed with
computer numerical controlled machine.

Specimen retraction function, protects specimen from blade injury.

Trimming (Motorized) thickness range 10 — 100 micron in 10 micron / cutting button makes it easy to
switch from trim and section mode.

Equip with counter to calculate total pieces and thickness.

Dual compressors, which are made in Germany, freeze the Cryostat chamber, freezing shelf, knife holder
and specimen clamp separate with pro-environment refrigerant R404.

Temperature to drop the working condition in 2 hours after switching on.
Defrost method : Manual

The high-precision microtome is enclosed outside the cryostat chamber to protect it from thermal
expansion and contraction and enable minimum service and maintenance.

Self-explanatory symbols for all functions and displays, easy to learn and operate.

LCD screen to display date such as sample travel, thickness, function controlling, day, time, temperature,
timed on/off and so on.

Control panel with locking function to avoid wrong operation.
Hand wheel locking.
It has cleaning device, easy help customer to clean the unit.
Specimen orientation XY-8°, Z-360° adjustable at any
orientation to ensure precise placement.

Self-detection function for the temperature sensor, can
help to warm the failure on temperature sensor.

UV option enables surface disinfection of harmful
bacteria, viruses and spores by using 35 min after each
use. It also has low-voltage DC shadow-less lamp.

Heatable and remove-able glass door.




SEMI AUTOMATIC
CRYOSTAT MICROTOME

ABOUT US

We are engaged in importing and
supplying an extensive array of laboratory Instruments & Equipment. We offer the finest grade of
sterilizing, medical and laboratory equipment that meet the diverse laboratory requirements. Capitalizing
on our team of qualified and diligent professionals, we have extensively progressed in our path of
success. We have experience to meet the exact requirements and needs of our clients.
Owing to their dexterity, we have been able to obtain unmatched quality products from authentic and
trusted vendors from all across the globe. All our vendors have worldwide presence and are considered to
be leaders in the domain. Besides, our timely delivery services, ethical business practices and competitive
pricing guidelines have enabled us to become one of the prominent leaders in the market.

Our expertise in the industry has enable us to provide unmatched quality products to our clients. The
products offered by us are extensively acclaimed in the industry for their superior features. Besides, we
offer these products in various specifications as per the requirements of the clients.

TECHNICAL SPECIFICATIONS:

% Freezing chamber temperature range -10°C to -40°C.
% Cooling down time to 2 hours.

% Freeze shelf minimum temperature -40.

% Vertical stroke 60mm, Object feed 20mm.

* Specimen size (Section) 35x35mm.

* Horizontal specimen feed 25mm.

“ Voltage and frequency AC220 to 10% 50HZ (Standard).




SEMI AUTOMATIC
MICROTOME

KEY PRODUCT FEATURES

‘e

Ergonomic design, Compact Dimensions, Vertical guidance by zero-backlash and mainten free cross
roller bearings.

Electronic precision feed mechanism with stepping motor technology.

% Especially smooth running hand wheel. One hand quick clamp change.

% Fine orientation with one hand operation and zero positioning, easy exchange of specimen.

* Specimen retraction during return travel, can be turned off. Indication of all relevant information such as

section thickness, trim thickness, number of sections, section thickness remaining travel of the
specimen feed as well as time and date. Reduced number of button intuitive operation.

Patented and ergonomic operation of the specimen feed with variable speed adjustment.
Indication of cutting parameters, can be switched over to large indication.

*» Large section waste tray, covering the entire working area.

* Ergonomically optimized operating elements for non tiring usage.

* Design with highest demands concerning operational safety and ergonomics.




SEMI AUTOMATIC MICROTOME

ABOUT US

IQI semi automatic microtome characterizes a great combination of cost effective competence and user
comfort. Semi automatic microtome is the instrument of choice for clinical histology and histopathology
applications.

These are used to produce thin sections of specimen of different hardness in both routine and research
applications in biology, medicine and industry.

Every product is put through vigorous test before shipment to ensure performance as well as durability.
We feel quality control is a very crucial part of a product'’s life span. Our products have been thoroughly
tested over a wide range of operating conditions. In order to ensure our product quality and reliability as
well as to give the best service to every customer, all IQl Histology products offered include warranty
supported by our individual distributors with factory backup.

TECHNICAL DATA

% Total section thickness range from 0.5 up to 100um.

%» Specimen retraction during return travel 0-200um, selectable.

» Motorized Operation Varying with section speed.

*» Horizontal specimen feed Approx. 30mm.

% Vertical specimen feed Approx. 60mm.

%» Sectioning Modes 1 Manual Mode.

*» Specimen Orientation Horizontal : 8°, Vertical : 8°, Z : 360°.

*» Object feed 28mm

* Max. Specimen size 50 x SO0mm.

% Operation Semi-Automatic.

% Fine section thickness feed : 0.25pm-0.5um-0.75pm-1pum-1.25u— 1.5um-1.75pum-2p—
via precision stepping motor 2.25um-2.54—3um-3.5um-4pm-4.5pm-Sum-6 41— 7um-8p—

Oum-10p— 12pm-14p— 16p—18um—20pm-22um-24u— 26—
28um-30pm-35um-40u—45u—50pm—55um-60pm
70pu—80p—90um-100um

* Trimming thickness feed : TuM—=2pm—=—3um—4pm—5pm—6um—7pm—8u—9um-10u—

via stepping motor 12pum-14p—16p—18u—20um-25u—30pm-35um-40u—

45um—50pm-60pum-70pm-80pu—90um —100pu—110pu—
120pm-130pm -140pm-150p—200um-250pu—300p—
350p—400p—450um-500pm-550pum-600pm

*» Nominal Voltage 220V,50Hz / 110V,60Hz.



SLIDE SCANNER SS 17

The latest version of our series digital slide scanners. This helped to create the market for
personal digital slide scanning. With the new intuitive design, it allows scanning of whole
mounted histological samples attached tostandard 1 X3 inch cover slipped glass slides. The
new optional POLARIZING holder allows scanning of polished rock thin sections attached to

1X2inchglassslidesinboth bright field and polarized light!

Scan area is 24.3 x 36.5 mm, resulting in stunning, incredible images up to 14,320 x 9,522
pixels! It holds two (2) 1 X 3 inch glass slides and includes simple to use software for both
Windows and Maccomputers. The POLARIZING holder accepts asingle geological 1x 2 inch
glass slide. Image files are saved in TIFF or JPEG formats. It is designed not to replace but
complement a microscope and digital camera. The entire sample is scanned with an even,
clear background and makes a perfect OVERVIEW image that can be viewed in a variety of

software programs. Image scans are equivalent to 4X microscope resolution.

The ORIGINAL low cost Pathology and Geology Slide Scanner.
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SLIDE STAINING MACHINE

SALIENT FEATURE

o FEATHER TOUCH KEYPAD e EASY OPERATED
o DIGITAL DISPLAY e COMPACT SIZE
o BATTERY BACKUP TO

RETAIN DATA



PRODUCR DESCRIPTION:

SLIDE STAINING MACHINE operated through a keyboard. The most advance Slide
staining machine to enhance controlof different requirement in staining technique
starting from the routine haematologicaltechniques to the most advance of staining in
cytology and histology. It cut down the time and labour required to manually dip the

slides through different reagents.

TECHNICAL SPECIFICATIONS:

v’ Digital Display for adjusting the timing sequence
Battery backup to retain data

Durable construction

Twelve staining troughs

High Specimen Throughput

Easy operated and Easy Maintenance
Compact size

Maximum output by offering high specimen
Minimum reagent exposure

Easy Maintenance

Trough Volume- 450ml

Trough Capacity- 15 slides

AN ENYYSSSNSYSAYN S

Ideal for haematology and staining with 12 Glass staining trough, 1 slide carrier

Dust cover, Oil can, Manual Construction

<

Suitable for work on 220V, Single phase, 50Hz,AC supply

INSTRUMENTS WILL BE SUPPLIED IN BOX WITH STYROFOAM PACKING.



SLIDING / SLEDGE
MICROTOME

KEY PRODUCT FEATURES:

b )

b )

b )

These are designed for cutting large block of paraffin and resin embedded material including
whole organs, for light microscopy.

The knife holding clamps allow the knife to be offset to the direction of cut, a major advantage
when sectioning large, hard blocks.

The microtome, which is very heavy for stability and not usually subject to vibration, can also be
used to cut materials from various industrial applications ( wood, plastic, textile fibers).

ABOUT US

We have a high-tech infrastructural unit that is handled by our skilled and experienced professionals. To
ensure trouble free production process, this infrastructural facility is equipped with ultra-modern
machinery and latest tools. This unit is divided in different departments which help us to meet the exact
need of our clients.

All our products manufactured under us is ISO 9001:2015 quality certified. QI theme is to bring out
innovative quality products by using latest and advanced technology. Owing to our rich industry
experience and immense market knowledge, we have been able to attain dynamic position in the market.

TECHNICAL SPECIFICATIONS:

®

Heavy casted base machined, precision ground the base & slider are finish with durable
powder coating paint.

% Simple action of pushing & pulling slider forward and back using the operating handle.

¢
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Unique design of the handle more action of pushing and pulling automatically advances &
retracts the specimen.

With automatic feed mechanism, with micron feed from 1-50 micron in step of 1 micron.

For cutting hard wood & large paraffin specimen.

Heavy duty model to avoid vibration during cutting section.
Knife holder hold microtome knife of 200mm special tool steel fabricated.
Extra wide object holder vice.

Smooth movement on stainless rails.

Supplied complete with one knife, having back & handle in
box, one bottle of lubricating oil and dust cover.



SALIENT FEATURE

o STAINLESS STEEL e QUICK SPECIMEN
e COMPACT DIMENSION COOLING
o EASE OPERATION e TEFLON COATING

e ENVIRONMENT
FRIENDLY
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TECHNICAL SPECIFICATION OF TISSUE
EMBEDDING STATION:

» Advanced flexible heating method, to overcome the traditional
shortcomings of excessive heating temperature, quick heating
and high precision, as well as double overheat protection, safe,
reliable and energy saving.

» Tissue Embedding Station characterized by its Compact
Dimension, Ease of Operation and High Standard of
Convenience.

» Large LED display allows user to see temperature without
scrolling.

» Left and Right thermal Chambers, Hot plate, Forceps wells,
Dispenser all individually temperature controlled.

» Light indicators keys

» Heated Holder for 6 Forceps

» Stainless Steel Paraffin large tank of 3-5 litres capacity
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PRODUCT DESCRIPTION OF COLD PLATE:

CP-17 is used for re-cooling blocks prior to sectioning or as part of
an embedding center to cool molds after paraffin dispensing.

TECHNICAL SPECIFICATION:

*¢* Quick specimen cooling.
+» Capacity to holds up to 100 cassettes on its larger working
surface.
¢ Better cooling with Teflon coating.
¢ Environment friendly refrigerant.
e Temperature: -10/-20°C
e (Cassettes capacity: 100
e Voltage: AC 110V/ 220V @ 60Hz/ 50Hz
e Dimensions: 790X480X470mm



TISSUE EMBEDDING STATION

KEY PRODUCT FEATURES

% Advanced flexible heating method, to overcome the traditional shortcomings of
excessive heating temperature , quick heating and high precision, as well as double
overheat protection, safe, reliable and energy saving.

% Tissue embedding station is characterized by it's compact dimension, ease of operation
and high standards of convenience.

% Large LED Display allows user to see all temperatures without scrolling.

‘e Left and right thermal chambers, hot plate , forceps wells, dispenser all individually
temperature controlled. a

% Light indicator keys.

% Heated holder for
6 forceps.

% Stainless steel paraffin
large tank of 3-5 litres
capacity.




TISSUE EMBEDDING STATION

ABOUT US

We remains a privately-held business . 1Ql has achieved its success and solidified its reputation by providing timely, ingenious
solutions to the real challenges laboratories face on a day-to- day basis. Our rich history has given us a thorough

understanding of technology , quality , reliability , value for money and our customer’s requirements. We use this Knowledge
and passion to develop products that anticipate developments in both technology and market needs.

PRODUCT DESCRIPTION

Tissue embedding centre and cooling plate are used to embed pathological tissue . It is also used to cool the tissue or
zoological and botanical tissues after embedding .The advanced control —microprocessor have been applied to this machine .
It has functions of temperature control located on 5 parts , and multiple over — heat protection devices. Users can decide time

of power on / off by functions by timing power on / off and preset time of the week . Tissue embedding can immediately
commence as soon as paraffin block melts.

% Paraffin reservoir : 3-5 litre Capacity

% Separate temperature control with range of 45° - 70°C, steps pf+/-1°C
% Warm —up time prior to operation :1 h

% Cassette bath: One

* Mold warmer : One

s Separate temperature control with a range of 35-70° C, steps of +/- 1°C

*» Capacity : 100 cassettes

TECHNICAL SPECIFICATIONS
CP-17:

* Working temperature range ambient to -15° C.

* Quick specimen cooling.

% Chilling area for approximately 60 cassettes specimens.
“e Digitally controlled thermostats.
s Environment friendly refrigerant.

*= Nominal voltage AC 110V/220V @ 60Hz/50Hz.



TISSUE FLOTATION BATH

KEY PRODUCT FEATURES:

Both actual and preset temperatures are displayed.

Automatic memory and restoration functions.

Special black surface material characterized by its strong resistance to abrasion and corrosion.
Slides can be placed either directly or in the slide rack, easy to transfer.

Using a new-type high-thermal-conductivity heating element PID-controlled.

¢ & &L &L

ABOUT US

Our company has established up to date infrastructural set-up, where all facilities related to our business
have been installed by us. It has various departments like production, quality control and others, which
helps us in performing our business process in the best possible way. Our company also ensures the
quality of the offered products before final dispatch at the customer end. Additionally, we delivered our
products all over the world under the 1QI Brand name.

PRODUCT DESCRIPTION

The water bath is a simple, economical tissue flotation bath. Designed to lay section of histological
samples. The Teflon coating allows easy cleaning. The instrument is provided with a control panel to set
and monitor the desired water temperature, overheating protection. The water temperature is
microprocessor controlled.

TECHNICAL SPECIFICATIONS:
% Temperature range of instrument ambient~99°C.

% Temperature control precision of instrument 1°C.

% LCD display show the current temperature and present
temperature.







